Inspection Certificate and Material Test Report
(EN10204-1991 3.1.B / EN10204-2004 3.1)

D51-Valve Solutions

12735 Dairy Ashford

Stafford TX 77477

281-637-2000 - Fax 281-637-2299
www.dsivalve.com

I - . 2 , Coe 0
Certificate/Serial/Job No: Ycag / 1 - Quality Department: /M
Cuantity Size (NPS) | Class  |Product Description Type SONumber Line Sold to Date
2 2.5 300 /103052 | BSI23XUF GATE 3/16/2012
1125 psi 825 psi 825 psi ; 80 psi
Pressure Test: apisos v Satisfactory | Shell Pressure : P BackSear : g Seat Pressure i Seat Air Pressure F
7756.8 kPa 5688.2 kPa 5688.17 kP 551.58 EPa
Chemical Composition [%] Mechanical Propertiev
Part Spevif. HEAT No C Si Mn P hy Ni Cr Mo Cu 4 Nh Al N Tensile I’re!d Ef(mg Redue Hard Cit 1 Ch2 Ch3 Ch A Temp. Hear
ks fhsii (%0 1% [HB] LY 12/ 2/ B i
fMPal  [MPal el
BODY ASTM AZ216 WCB-2004 J 1807 0220 044 087 0024 0021 0.014 0.012 0016 0028 0.001 768.27 43.07 26 42 155 N
. 525.86 297
BONNET  ASTM AZ16 WCB-2008 A 11927 0.210 0.40 087 0025 0014 0022 005 0001 0042 0005 0.021 7410 4437 28 57 181 N
510.80 3059
WEDGE  ASTM A216 WOB-2004 1508 048 043 077 0018 0010 0013 0081 G011 0035 0.001 76.42 47.42 27 43 173 N
5269 3269
Hear Treatment Codes:
A 1 Annealing AC ¢ A Cooling DA : Double Aged FT ; Furngce Treatnent N Normalizing 0 ¢ OilQuenched
Ph-3:  Precipitarion Hovdening 84 ¢ Selutivn Anncaled 5@ ¢ Selution Quenched 5T Solution Treatorent r : Tempering WO r Water Cooling
WO Water Ouenclied WT Water Quenched Tempered NT Noralized/Tepipered.
Part Material Valves Tesled per API588
BACK SEAT ASTM A276 410 ‘We hereby certify, that the materiai described above complies with the order requirements.
BODY/BONNET ASTM A216 WCB
BOLYTING ASTM A193 B7 / ASTM A194 2H

ASTM A21BWCB + 13%Cr Overlay

PACKING

GRAPHITE

SEAT RING ASTM A105 + St1.6 Faced
STEM ASTM A182 F6A CI. 3
STEM NUT ASTM A439-D2

%Undersigned by Liv Yian Qing, representing Jianyin Eastern

According to Annex VII of Pressure Equ]pmeﬂt Directive 97/23/EC , hereby declare that the prudmts detailed above are in comphance with PED $7/23/EC and have been manufactureci in accerdance with
confarmity assesment module B+D as appraved Det Norske Veritas Inspection AB as Identification No 0375 {formally 0469). The products may cover Cafegory 1, 11 and 111 of pressure squipment. For the most |
specific risks of this equipment, safety and compliance with essential requirements of the Directive has been based on API 600, APIS98, ASME B16.34, ASME Bi6.5, ASME B16.10 latest edition.
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