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REFERENCE/REFERENCIA

REPORTE DE PRUEBAS NUMERO:

 TEST REPORT NUMBER:

CERNFICADO SERIE / CERTIFICATE SERIES:

MTR-TCI-AV- 4050BF

Csilsqua todos los resultados de prusbas e informacién a ooeso y procedimientos asentados en el presente, son correctos y verdaderos,
concordando con los Reglstros de sopism téenloo, Aseguramiento de calidad y Sistemn de Gestidn de la Calidad./ We here by certily that all test results
and procoss Information contalned here In, are true and cotrect kn acsordance with In all the records of technleal support, QA management and the
company quality management sistem. ( EMPRESA CERTIFICADA SEGUN LANORMA NMX-CC-9001-IMNC-2008/ 150 9001:2008 para las actividades
sigulentes: FABRICANTE DE BRIDAS Y CONEXIONES / certitied company for the following activities: MANUFACTURING PROCESS OF FLANGES AND

FITINGS)

DATE / FECHA Codigo Formato:
PLESA ANAHUAC Y CIAS.,S.A. DEC.V. 20357 ATD-0966 lunes, 9 de febrero de 2015 KHTCI-0215
MATERIAL TYPE / TIPO DE MATERIAL
APLICABLE CODES & NORMS / CODIGOS Y NORMAS APLICABLES
ASTM A 105/A105N-13, ASME A/SA105 / NACE-MR-0175-09/1SO 15156-09 ASME Boiler & Pressure Vessel Code SECC Il, Code Part A 2013
PROCESS / PROCESOS HEAT TREATMENTS / TRATAMIENTOS TERMICOS
FORGED/ROLLED 1150°C - 1200°C // VACUUM DEGASSING // DESGACIFICACION AL VACIO NORMALIZED 900°C AND ALLOWED TO COOL IN STILL AIR / NORMALIZADO 900°C Y ENFRIADO AL AIRE CALMADO
DESIGNATION OF ARTICLE / DESCRIPCION DEL ARTICULO
PHIITEM QTYICANTIDAD INFORMATION / INFORMACION BASE MATERIAL / MATERIA PRIMA HEAT CODE / COLADA
1 1 36" - 3" X 2" |ELBOLET SW 3,000# MSS-SP-97-06/B36.10M-00/B16.25-03 MILL HEAT SUPPLIER # HEAT: T7703 (USA) T7703
% CHEMICAL COMPOSITION / COMPOSICION QUIMICA %
% C Mn Si P S Cr Ni Mo Cu SN AL Nb v Ti Co As Sb | Hppm N CEQ Cr+Mo (1%
e R stioi| <035 | 0.60.1050.40.035] <0035 | 0040 | <030 | so40 | =01z | =040 <008 <0470 | <0320 | s1om0
1 17703 0.180 0.840 | 0.240 | 0.009 | 0.025 0.120 | 0.140 0.040 0.150 0.001 0.001 0.372 0.160 0.451
MECHANICAL PROPERTIES / PROPIEDADES MECANICAS bt :
TENSILE TEST / PRUEBAS DE TENSION g IMPACT TEST / PRUEBAS DE IMPACTO £
3 s Specimen dimension / = Tensile! Strength Yield Point / Limite Elong.-A Red. of |TestNoiNo. ¢ Resilencia Average / Lateral Fracture I | Hardness (HB) / Dureza
TEST No./No. DE PRUEBA Dimensiones del Direccion |Temperalural Resistencia Mpa /(Ksi)| Elastico Mpa /(Ksi) 9. Area (%) Temperatura | Direccién KV Energy J expansion/Expansion
UTS-Rm (Min) YS - RpO.2% (Min) | %o} Min) |7 0 v | pruesa 9y Promedio Lateral Fractura
w':::uemoq Re?i‘:::\.:c%?ecm.n (485) /70 (250)/ 36 22 30 137 - 187
1 T7703 LONG. 515 360 33.8 75.1 169
NOTE / NOTA: 1)Cr+Ni+Mo+Cu+V / NO WELDING HAS BEEN PERFORMED # THIS PRODUCT IS FREE FROM MERCURY AND RADIOACTIVE /! FOR EACH REDUCTION OF 0.01 % BELOW THE SPECIFIED CARBON MAXIMUM (0.35-%, NE}JQ(Q\REASE OF 0.06 %
. MANGANESE ABOVE THE SPECIFIED MAXIMUM (1.05 %) WILL BE PERMITTED UP TO A MAXIMUM OF 1.35 % & Y ;\; ;? Y
zado - JF BN
MARKING | MARCADO @ VX FLANGES & FITTINGS @ QA TCI Authorized Works Inspector / Inspectores Autorizados Ing. Jorge OWZ; . E




