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o FEASA ANAHUAC Y CIAS. S.AA.DE C.V. No. Cert: 480451
AV WALLE DE LAS ALAMEDAS 66 SN. FCO Pag./ Page: 1
TULTITLAN, EDO. DE MEXICO De/Of: 1
Customer Pedido/ Fecha/Date Remision/
Pedido/Contract Mill Order Emision/Printed Reimpresion/Reprinted Delivery Order
D. BLANCO 313867 13- JAN -2009 13- JAN -2009 0627007437
esor/ Thickness Ancho/Width Largo/Length Producto/ Acab./ Norma Calidad/ Recubrim./Coating
in nm in mm in Product Finish Quality A B
{0398 1.219 48.000 0 0.000 RFR M1 SAE1008
) 502685-000 502832-000 778126-000
01 Ol 0l
3 93969 93969 94314
- 93969 ) 94314
. 0.060 0.040
M . 0.340 0.210
0.008 0.016
S 0.006 0.010
N 0.020
s 0.060
N 0.030
Y 0.047 0.066
’ (+) Secuencia Compaiiera/Partner Coil ING. ANTONIO MANI MEDRANO
s (LL-UL) Lower Limit - Upper Limit
UV EEYALPLOS00T (LI-LS) Limite Inferior - Limite Superior % %76‘60‘/
LT DED MARZO 2008 (LE/YS) Limite Elastico/Yield Strength
(RT/TS) Resistencia a la Tension/Tensile Strength LABORATORIOS TERNIUM MEXIC
(% EU/ UE, %) Elongacion Uniforme/ Uniform Elongation TERNIUM MEXICO LABS

627007437



